All-in-One Configuration Parameters (D-2322)

Intel ® Core ™i3-10105 processor (6M cache, up to 4.40GHz)

Essential element

Code name Product set 10th generation intelligent Intel ® Core ™i3 processor
Product set Previous product is Comet Lake

Processor number i3—10105

Photoetching 14 nm

Conditions of use PC/Client/Tablet

CPU Specification

Number of cores 4

Thread count 8

Maximum Rui frequency 4.40 GHz

Intel Rui Frequency Acceleration Technology 2.0 frequency 4.40 GHz

Processor base frequency 3.70 GHz

Buffer memory 6 MB Intel Smart Cache
Bus speed 8 GT/s

Thermal design power (TDP) 65 W

Additional information

State Launched

Issuing date Q1'21

Memory specification

Maximum memory size (depending on memory type) 256 GB

Memory type DDR4—2666

Maximum number of memory channels 2

Maximum memory bandwidth 41.6 GB/s
NO

Maximum ECC memory supported

GPU Specifications

Processor graphics card Intel Hypercore graphics card 630
Graphics card base frequency 350 MHz

Maximum dynamic frequency of the graphics card 1.10 GHz

Graphics card maximum video memory 64 GB

4K support Yes | at 60Hz

Maximum resolution (HDMI) 4096 x 2160@30Hz

Maximum resolution (DP) 4096 x 2304@60Hz

Maximum resolution (EDP- Integrated Tablet) 4096 x 2304@60Hz

DirectX* support 12

OpenGL* support 4.5

Intel Quick Sync Video YES

Intel InTru 3D Technology YES

Intel HD video core technology YES

Intel HD video technology YES

Expansion selection

Expansion option 1S Only

PCl Express Revised Edition 3

PCI Express Configuration Up to 1x16 | 2x8 | 1x8+2x4
PCl Express Indicates the maximum number of channels 16

Package specification

Supported slots FCLGAI200

Maximum CPU configuration 1

Cooling solution specification PCG 2015C




Nodule temperature (TJUNCTION)

100° C

Package size

37.5mm x 37.5mm

Advanced technology

Supports Intel Opus memory YES
Intel Temperature adaptive frequency acceleration NO
Intel frequency acceleration Max technology 3.0 NO
Intel frequency acceleration technology 2

Intel thread technology YES
Intel Transactional Synchroni zat ion Extensions New Instruct ions

(Intel TSX—NI) NO
Intel 64 YES
Instruction set 64—bit
Instruction set extension Intel SSE4. 1 Intel SSE4. 2 Intel AVX2
Idle state YES
Enhanced Intel SpeedStep Technology YES
Temperature monitoring technology YES
Intel Identity protection technology YES
Safety and reliability

Intel AES new instruction YES
Safe key YES
Intel Software Guard Extens ions Yes with Intel ME
Intel Operating system guardian YES
Intel Trusted Execution Technology NO
Execution disable bit YES
Intel Boot Guard YES
Intel Stable image platform plan NO
Intel Virtualization technology (VT-x) YES
Intel Virtualization Technology for Directed /0 (VT—d) YES
Intel VT—x with Extended Page Tables (EPT) YES




